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CMT Conformance Testing / Verification Checklist

This Checklist is intended for facilitating Supplier’s Declaration of Conformity to the requirements defined in the
IMDA Technical Specification for Cellular Mobile Terminals (“IMDA TS CMT”).

Please note:
“CR” indicates that the general or technical requirement set out in a particular section or sub-section (“§”) of the IMDA TS CMT is a Compliance Requirement.
“M” means that it shall be Mandatory for the CMT to comply with the requirement set out in the IMDA TS CMT § cited in this Checklist (Table given below).
“C” means that compliance with the technical requirement set out in the IMDA TS CMT § cited in this Checklist is Conditional. In this case, the need to comply is contingent on the type of CMT, RIT and application indicated in the remarks column.
“V” means that compliance with the requirement is Voluntary. “NA” means that the requirement is Not Applicable.
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[bookmark: _bookmark26]A8	Conformance VoLTE requirements for CMT devices designed for voice calling

	S/N
	Section number in 3GPP TS
34.229-1
	Description
	CR
	Complied With Yes / No

	
	
	Registration
	
	

	1
	8.1
	Initial registration
	M
	

	2
	8.2
	User initiated re-registration
	M
	

	3
	8.4
	Invalid behaviour - 423 Interval
	M
	

	4
	8.16
	User initiated re-registration – 423 Interval
	M
	

	
	
	Authentication
	
	

	5
	9.1
	Invalid Behaviour – MAC Parameter Invalid
	M
	

	6
	9.2
	Invalid Behaviour – SQN out of range
	M
	

	
	
	Subscription
	
	

	7
	10.1
	Invalid Behaviour – 503 Service Unavailable
	M
	

	
	
	Notification
	
	

	8
	11.1
	Network initiated deregistration
	M
	

	9
	11.2
	Network initiated re-authentication
	M
	

	
	
	Call Control
	
	

	10
	12.2
	MO Call with preconditions at both originating UE and terminating UE –
503 Service Unavailable
	M
	

	11
	12.2a
	MO Call with preconditions at both originating UE and terminating UE –
504 Server Time-out
	M
	

	12
	12.12
	MO MTSI Voice Call Successful with preconditions at both originating UE
and terminating UE
	M
	

	13
	12.13
	MT MTSI speech call with preconditions at both originating UE and terminating UE
	M
	

	
	
	Codec selecting
	
	

	14
	16.2
	Speech AMR, indicative selective codec modes
	M
	

	15
	16.3
	Speech AMR-WB, indicate all codec modes
	M
	

	16
	16.4
	Speech AMR-WB, indicate selective codec modes
	M
	

	
	
	Emergency Service over IMS
	
	

	17
	19.1.2
	Emergency	call	with	emergency	registration/Success/Location
information not available
	M
	

	18
	19.4.2
	Emergency call without emergency registration / EPS / UE contains an ISIM or USIM / UE is in state EMM-REGISTERED.LIMITED-SERVICE
	M
	

	19
	19.4.5
	Emergency call without emergency registration / UE credentials are not
accepted
	M
	

	20
	19.5.1
	New initial emergency registration / UE obtains from the serving IP-CAN an IP address different than the IP address used for the emergency
Registration
	M
	

	Supported VoLTE Operator

	1
	
	If VoLTE is supported, pls specify with which Telcos e.g. M1, Singtel, StarHub, Simba
	M
	

	

	S/N
	IMDA TS CMT §
	Parameter
	CR
	Complied With Yes / No

	1
	5.2.3
	Disabling of 2G networks connectivity by default
	M
	

	
	
	Emergency cell broadcast
	
	

	2
	5.4.1
	Mandated CMT requirement
	M
	

	3
	5.4.2
	Optional CMT requirement
	C
	

	4
	5.4.3
	Configurations for different alert types
	M
	



[bookmark: _bookmark27]Please also furnish the following information:

	Brand Name and Model No.
	

	Equipment Description
	

	Company Name
	

	Dealer’s Licence No.
	

	Name and signature



	


	Date
	




